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V2 is wired for the heaters on Pins 

4,5 as found on the Russian 6N2P 

which otherwise may be used as a 

direct replacement for 12Ax7 style 

preamp tubes. A jumper is wired 

across from J6 to J7 rather than 

both J6 & J7 being jumped.

Antek AS-1T300
2x300v @ 160mA
2 x 6.3v @ 3.0A

Red    : 115v

Black  : 0v

Red    : 115v

Black  : 0v

Purple: Shield

With 115v mains supply connect Primary 

taps in Parallel: -

Both Red to Active, Both Black to Neutral

With 230v mains supply connect Primary 

taps in Series: -

Pair 1 Red to Active, Tie Pair 1 Black & Pair 

2 Red, Pair 2 Black to Neutral

White 300v

Yellow 0V

White 300v

Yellow 0v

Blue 6.3v

Green 0v

Brown 6.3v

Orange 0v

Purple Shield

To conf igure with Center Tap HT: -

Pair 1 White to PCB T1 Pad, 

Connect Pair 1 Yellow & Pair 2 

White to Ground Post, Pair 2 Yellow 

to PCB T2 Pad

1
K

0

3
9

0
K

1
0

0
K



 

 

 

 

 

 

 

 

 

8 Ω

Standby

Mains 

AC In

In Australia

Blue = Act ive

Brown = Neutral

Green/Yellow = Earth

1
0

0
K

 2
W

120/240V

Lamp

Earth 

Bond

Power

Ground 

Post
Brown & Blue 8K

Red B+

Yellow 8 Ohm

White Ground

Fuse 

Holder
8
2

0

0.022uF

47K

4
7

0
K

0.
01

u
F

0.
01

u
F

1
0

0
K

1
0

0
K

+

-

2.2K 3w

12K 2w

470K 2w

22uF+

-

0.1uF 100v

+ 
+

1
.0

u
F8

.2
K

4
7

0
R

 2
w

4
7

0
R

 2
w

 

 Edcor
GXPP15-8-8K

+

-

1
2

K
 2

w

220

G D S

Input

1M-A

Volume

250K-L

Treble

500K-A

Bass

25K-L

Mids

0.022uF

0.022uF

33K

470pF

 Universal 

EF86 TMB 6V6 

FB

22uF+

-

22uF+

-

8.2K

1.0
10

uF

10

uF

1
8

0
K

 1
w

15K 1w

68K

39K

100R

 470K

100R

0.022uF 250v

Antek AS-1T300
2x300v @ 160mA
2 x 6.3v @ 3.0A

Red    : 115v

Black  : 0v

Red    : 115v

Black  : 0v

Purple: Shield

With 115v mains supply connect Primary 

taps in Parallel: -

Both Red to Active, Both Black to Neutral

With 230v mains supply connect Primary 

taps in Series: -

Pair 1 Red to Active, Tie Pair 1 Black & Pair 

2 Red, Pair 2 Black to Neutral
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Purple Shield

To conf igure with Center Tap HT: -

Pair 1 White to PCB T1 Pad, 

Connect Pair 1 Yellow & Pair 2 

White to Ground Post, Pair 2 Yellow 

to PCB T2 Pad
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Edcor CXPP25-MS-6.6K
6.6K to 4, 8 & 16 Ohms

 

 

 

 

 

 

 

 

 

Standby

Mains 

AC In

In Australia

Blue = Act ive

Brown = Neutral

Green/Yellow = Earth

1
0

0
K

 2
W

120/240V

Lamp

Earth 

Bond

Power

Ground 

Post

Brown & Blue 8K

Red B+

Orange 4 Ohm

Yellow 8 Ohm

Green 16 Ohm

White Ground

Fuse 

Holder
8
2

0

0.022uF

47K

4
7

0
K

0.
01

u
F

0.
01

u
F

1
0

0
K

1
0

0
K

+

-

2.7K 3w

12K 2w

470K 2w

22uF+

-

0.1uF 100v

+ 
+

1
.0

u
F8

.2
K

4
7

0
R

 2
w

4
7

0
R

 2
w

+

-

1
2

K
 2

w

220

G D S

Input

1M-A

Volume

250K-L

Treble

500K-A

Bass

25K-L

Mids

0.022uF

0.022uF

33K

470pF

 Universal 

EF86 TMB 6L6 

FB

22uF+

-

22uF+

-

8.2K

1.0
10

uF

10

uF

1
8

0
K

 1
w

15K 1w

68K

39K

100R

 470K

100R

0.022uF 250v
White 300v

Yellow 0V

White 300v

Yellow 0v

Blue 6.3v

Green 0v

Brown 6.3v

Orange 0v

Purple Shield

To configure with Center Tap HT: -

Pair 1 White to PCB T1 Pad, 

Connect Pair 1 Yellow & Pair 2 

White to Ground Post, Pair 2 

Yellow to PCB T2 Pad
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Antek AS-2T300
2x300v @ 250mA
2 x 6.3v @ 4.0A
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near GND pad or the Pin 8 cathode pad.
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250K-L
Treble

Edcor CXPP25-MS-6.6K
6.6K to 4, 8 & 16 Ohms

Edcor XPWR131
330-0-330 @ 175mA
6.3v (3.15vCT) @ 4A

5v (2.5vCT) @ 3A
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